ECUA Engineering Manual Reference Note*

*note shall be inserted in the upper right corner of title sheet

* applicable only to ECUA infrastructure to be constructed in public ROW or in utility easement; not to be
applied to private water/sewer facilities on private property (see Building Code)

A. ECUA Engineering Manual Incorporated by Reference
The ECUA Engineering Manual, dated December 18, 2014, along with Update # 1

dated September 1, 2016 (hereinafter “Manual”), located at www.ecua.fl.gov, is
E ‘ \ / I E RA I D C OAS I hereby incorporated by reference into this Project’s official contract documents as if
fully set forth therein. It is the Contractor’s responsibility to be knowledgeable of the

Manual’s contents and to construct the Project in accordance with the Manual. The

ILI IE A H RI Contractor shall provide its employees access to the Manual at all times, via Project

I I l I I site or office, via digital or paper format. In the event of a conflict between the

Manual and Plans, Contractor shall consult Engineer of Record for proper resolution.
B. Additional Documents (to be completed by the Engineer of Record)

BOARD MEMBERS Does this Project have additional technical specifications or construction details that

supplement and/or supersede the Manual listed above? LIYES NOLI. If yes,
Contractor shall construct Project in accordance with said documents as listed and

istrict 1 - VICKI CAMPBELL pistRICT 4 - DALE PERKINS located below:
Document Type Location
pistricT 2 - LOIS BENSON pisTRICT 5 - KEVIN STEPHENS Document Name Specifi- Detail Pl Project
BOARD CHAIRMAN VICE CHAIRMAN cation ctal ans Manual*
C-109 COUNTY CUT AND PATCH DETAILS ] ]
DISTRICT 3 -
LARRY WILLIAMS IR e ST =ttt =
UTILITIES AUTHORITY
] ] ] ]
] ] ] ]

J. BRUCE WOODY, P.E.

EXECUTIVE DIRECTOR *Project Manuals used only with ECUA CIP Projects

C. Engineer of Record Responsibilities
The Engineers of Record (EORs) that have affixed their seals and signatures on these
plans warrant their portions of the plans have been designed in accordance with the
Manual (unless otherwise directed by the ECUA Project Engineer). The EORs shall be
knowledgeable of the Manual’s contents and shall assume responsibility for its use
on this Project.
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PROJECT SAFETY NOTES:

UTILITY CONTACTS

1.

COMPANY ADDRESS CONTACT PHONE
AT&T 605 W GARDEN ST. ROOM 211 PENSACOLA, FL | ENGINEERING 850-436-1488
32501 DEPT.
COX COMMUNICATIONS 3405 McCLEMORE DR. PENSACOLA, FL 32514 | RYAN HANEY 850-857-4559
ECUA 9255 STURDEVANT ST. PENSACOLA, FL 32514 BRANDON 850-969-6650
KNIGHT
PENSACOLA ENERGY 1625 ATWOOD DR. PENSACOLA, FL 32514 GLENN BAILEY 850-474-5319
FPL 418 W GARDEN ST. PENSACOLA, FL 32501 AREA 850-505-5567
ENGINEERING
SOUTHERN LIGHT LLC 156 ST ANTHONY ST. MOBILE, AL 36603 ANDRU 251-662-1170
BRAMBLETT
ESCAMBIA CO. SCHOOL DISTRICT 3326 NORTH W ST. PENSACOLA, FL 32505 FRED SHEHADI 850-432-2082
GULF SOUTH PIPELINE CO. 480 VAN PELT LN. PENSACOLA, FL 32505 BLAKE 850-484-0554
BJORKLUND
GENERAL CONTACTS
COMPANY ADDRESS CONTACT PHONE
ESCAMBIA COUNTY 3363 WEST PARK PLACE PENSACOLA, FL 32505 ENGINEERING DEPT. 850-595-3440
ECUA 9255 STURDEVANT ST. PENSACOLA, FL 32514 PROJECT ENGINEER: 850-969-6501

EVAN ROBERTSON, PE

ABBREVIATIONS

RCP
PVC
CPP
TYP

REINFORCED CONCRETE PIPE
POLY VINYL CHLORIDE PIPE
CORRUGATED PLASTIC PIPE
TYPICAL

A/C AIR CONDITIONING

ST STORM

W WATER

OHU OVERHEAD UTILITIES

G GAS

SS SANITARY SEWER

FM  FORCE MAIN

BSL BUILDING SETBACK LINE

SAFETY:
A.

DURING THE CONSTRUCTION AND/OR MAINTENANCE OF
THIS PROJECT, ALL SAFETY REGULATIONS ARE TO BE
ENFORCED. THE CONTRACTOR OR HIS REPRESENTATIVE
SHALL BE RESPONSIBLE FOR THE CONTROL AND SAFETY
OF THE TRAVELING PUBLIC AND THE SAFETY OF HIS/HER
PERSONNEL.

LABOR SAFETY REGULATIONS SHALL CONFORM TO THE
PROVISIONS SET FORTH BY OSHA.

THE MINIMUM STANDARDS AS SET FORTH IN THE CURRENT
EDITION OF "THE SATE OF FLORIDA, MANUAL ON TRAFFIC
CONTROL AND SAFE PRACTICES FOR STREET AND HIGHWAY
CONSTRUCTION, MAINTENANCE AND UTILITY OPERATIONS'
SHALL BE FOLLOWED IN THE DESIGN, APPLICATION,
INSTALLATION, MAINTENANCE AND REMOVAL OF ALL
TRAFFIC CONTROL DEVICES, WARNING DEVICES AND
BARRIERS NECESSARY TO PROTECT THE PUBLIC AND
CONSTRUCTION PERSONNEL FROM HAZARDS WITHIN THE
PROJECT LIMITS.

ALL TRAFFIC CONTROL MARKINGS AND DEVICES SHALL
CONFORM TO THE PROVISIONS SET FORTH IN THE MANUAL
ON UNIFORM TRAFFIC CONTROL DEVICES PREPARED BY
THE U.S. DEPARTMENT OF TRANSPORTATION FEDERAL
HIGHWAY ADMINISTRATION.

ALL SUBSURFACE CONSTRUCTION SHALL COMPLY WITH
THE 'TRENCH SAFETY ACT'. THE CONTRACTOR SHALL
INSURE THAT THE METHOD OF TRENCH PROTECTION AND
CONSTRUCTION IS IN  COMPLIANCE WITH THE
OCCUPATIONAL SAFETY AND HEALTH ADMINISTRATION
(OSHA) REGULATIONS.

IT SHALL BE THE SOLE RESPONSIBILITY OF THE
CONTRACTOR TO COMPLY AND ENFORCE ALL APPLICABLE
SAFETY REGULATIONS. THE ABOVE INFORMATION HAS BEEN
PROVIDED FOR THE CONTRACTORS INFORMATION ONLY
AND DOES NOT IMPLY THAT THE OWNER OR ENGINEER WILL
INSPECT AND/OR ENFORCE SAFETY REGULATIONS.

THE CONTRACTOR SHALL BE SOLELY LIABLE FOR THE SAFETY OF
THE WORK AND ANY AND ALL DAMAGES ARISING FROM THE
CONSTRUCTION SHOWN ON THE CONSTRUCTION PLANS. THE
CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR ASSURING THAT
THE CONSTRUCTION MATERIALS AND METHODS ARE COMPLIANT
WITH ALL APPLICABLE LOCAL, STATE OR FEDERAL SAFETY CODES,
RULES OR REQUIREMENTS.

GENERAL NOTES:

1.

10.

11.

12.

13.

14.

16.

THE OWNER INTENDS THAT THE CONTRACT DOCUMENTS WILL PROVIDE A COMPLETE17.
AND FULLY FUNCTIONAL PROJECT. WHERE LABOR AND MATERIAL MAY BE REQUIRED TO
PROVIDE A COMPLETE AND FULLY FUNCTIONAL PROJECT BUT IS NOT FULLY SPECIFIED,
DETAILED, OR SHOWN AS A CONSTRUCTION ITEM, THE CONTRACTOR SHALL PROVIDE
THE REQUIRED MATERIAL OR LABOR TO MEET THE INTENT OF THE CONTRACT
DOCUMENTS. THIS REQUIREMENT MAY ONLY BE CONSTRUED AS A REQUIREMENT TO18.
COMPLETE OR MAKE FUNCTIONAL CONSTRUCTION ITEMS SHOWN IN OR ON THE
CONTRACT DOCUMENTS.

THE LEGEND IS TYPICAL FOR ALL SHEETS. SOME ITEMS MAY NOT APPLY TO EACH
SHEET.

ALL EXISTING FENCES, STORM DRAINS, PROPERTY CORNERS, SURVEY MONUMENTS/19.
PAVEMENT, ROADS, SIDEWALKS, SIGNS OR ANY OTHER EXISTING OBJECTS OR
STRUCTURES WHICH ARE NOT DESIGNATED FOR REMOVAL BUT ARE DAMAGED OR
DESTROYED BY THE CONTRACTOR OR BY ANYONE FOR WHOM THE CONTRACTOR IS
RESPONSIBLE ARE TO BE REPLACED BY THE CONTRACTOR AT HIS EXPENSE. THE
CONTRACTOR IS RESPONSIBLE FOR REPLACING IN KIND OR REPAIRING TO ORIGINAL

CONDITION;  MAILBOXES, DRIVEWAYS, DRIVEWAY CULVERTS, RETAINING WALLS,
LANDSCAPING, ETC. THAT ARE DISTURBED, DAMAGED OR DESTROYED BY20.
CONSTRUCTION ACTIVITIES.

THE CONTRACT DOCUMENTS AND SPECIFICATIONS FOR THIS PROJECT ARE AN
INTEGRAL PART OF THE CONSTRUCTION. THE CONTRACTOR SHALL FULLY REVIEW AND
FOLLOW ALL REQUIREMENTS OF THESE DOCUMENTS IN THE COMPLETION OF THE
WORK. ALL CONSTRUCTION SHALL BE IN STRICT COMPLIANCE WITH THE CONTRACT
DOCUMENTS UNLESS OTHERWISE APPROVED IN WRITING BY THE OWNER OR OWNER'S21.
AUTHORIZED REPRESENTATIVE.

ABOVE GROUND FEATURES SHOWN WHICH MAY AFFECT CONSTRUCTION WERE TAKEN
FROM THE BEST AVAILABLE INFORMATION AND FIELD SURVEYS. THE OWNER DOES NOT
GUARANTEE THAT ALL PHYSICAL FEATURES OR ABOVE GROUND OBSTRUCTIONS
AFFECTING CONSTRUCTION ARE SHOWN. THE CONTRACTOR SHALL FAMILIARIZE
HIMSELF/HERSELF WITH THE EXISTING CONDITIONS PRIOR TO SUBMITTING HIS/HER BID.
THERE SHALL BE NO ADJUSTMENT OF THE CONTRACT PRICE FOR VISIBLE FEATURES
AFFECTING CONSTRUCTION. 22.

THE FLORIDA DEPARTMENT OF TRANSPORTATION (F.D.O.T.) DOCUMENTS "ROADWAY
AND TRAFFIC DESIGN STANDARDS" AND "STANDARD SPECIFICATIONS FOR ROAD ANDZ23.
BRIDGE CONSTRUCTION" ARE CONSIDERED PART OF THE CONTRACT DOCUMENTS OF
THIS PROJECT BY REFERENCE. WHERE F.D.O.T. INDEXES OR SPECIFICATIONS ARE
REFERENCED IN THE CONSTRUCTION PLANS OR SPECIFICATIONS, THE CONTRACTOR
SHALL COMPLY WITH THE REQUIREMENTS OF THE APPROPRIATE F.D.O.T. DOCUMENT(S)

CONTRACTOR SHALL UTILIZE ECUA SOLID WASTE COLLECTION SERVICES FOR
DISPOSAL OF ALL CONSTRUCTION AND DEMOLITION WASTE. CONTRACTOR SHALL PAY
STANDARD FEES FOR DISPOSAL. CONTRACTOR SHALL REFER TO THE SPECIAL
CONDITIONS SECTION OF THE SPECIFICATIONS FOR ADDITIONAL GUIDELINES.

CONTRACTOR SHALL VERIFY SIZE, TYPE, END ELEVATIONS AND SLOPES OF ALL
CULVERTS TO BE DAMAGED OR REPLACED DURING THE COURSE OF CONSTRUCTION.
CULVERTS AND MITERED END SECTIONS, OR HEADWALLS SHALL BE REPLACED WITH
EQUIVALENT MATERIALS AND CONSTRUCTION. THE CONTRACTOR SHALL PROVIDE PRE
AND POST CULVERT ELEVATIONS, MATERIAL AND SIZE ON AS-BUILTS TO ENSURE
COMPLIANCE.

IN LOCATIONS WHERE CONSTRUCTION IS SHOWN CROSSING EXISTING UTILITIES,
CONTRACTOR SHALL POTHOLE EXISTING UTILITIES FOR LOCATION, SIZE AND DEPTH IN
ADVANCE OF CONSTRUCTION. CONTRACTOR SHALL USE POTHOLE INFORMATION TO
PROVIDE GRADUAL LOWERING OF PROPOSED LINE BELOW EXISTING UTILITY. SEE
DETAILS AND PLAN SHEETS FOR ADDITIONAL SEPARATION AND CROSSING
REQUIREMENTS.

PRIOR TO COMMENCING CONSTRUCTION ACTIVITIES IN ANY AREA THE CONTRACTOR
SHALL DOCUMENT THE EXISTING CONDITIONS WITHIN THE RIGHT-OF-WAY THROUGH
THE USE OF DIGITAL VIDEO. THE CONTRACTOR SHALL PRODUCE THREE (3) COPIES OF
THE VIDEO. THE CONTRACTOR SHALL RETAIN ONE COPY OF THE VIDEO FOR HIS USE
AND SHALL PROVIDE ONE COPY EACH TO THE OWNER AND THE ENGINEER, THE VIDEO
FORMAT SHALL BE PROVIDED IN DVD.

ALL CONSTRUCTION SHALL BE IN STRICT COMPLIANCE WITH THE CONTRACT
DOCUMENTS. THE CONTRACT DOCUMENTS INCLUDE, BUT ARE NOT LIMITED TO
CONSTRUCTION PLANS, TECHNICAL SPECIFICATIONS, AGREEMENT, ADDENDA, NOTICE
TO PROCEED, GENERAL CONDITIONS AND MISCELLANEOUS AND SUPPLEMENTARY
CONDITIONS, ANY ANY DEVIATIONS TO ANY REQUIREMENT OF THE CONTRACT
DOCUMENTS MUST BE APPROVED IN WRITING. THE CONTRACTOR SHALL FULLY REVIEW
AND FOLLOW ALL REQUIREMENTS OF THESE DOCUMENTS IN THE COMPLETION OF THE
WORK.

NO DEVIATIONS OR REVISIONS FROM THESE PLANS BY THE CONTRACTOR SHALL BE
ALLOWED WITHOUT PRIOR APPROVAL FROM EMERALD COAST UTILITIES AUTHORITY.

ALL FINAL CONSTRUCTION AND CONSTRUCTION WORK SHALL BE IN COMPLIANCE WITH
ALL LOCAL, STATE, AND FEDERAL BUILDING AND/OR CONSTRUCTION CODES, RULES OR
REQUIREMENTS AS APPLICABLE.

GROUND WATER DE-WATERING NOTES:

UNLESS OTHERWISE INDICATED ON , OR MODIFIED BY, THE CONSTRUCTION PLANS. 1.

IN THE EVENT THAT ANY STANDARDS OR SPECIFICATIONS AS DESCRIBED HEREIN ARE IN
CONFLICT WITH EACH OTHER, OR THAT SHOWN IN THE PLANS, THE MORE STRINGENT
CRITERIA WILL APPLY. CONTRACTOR SHALL NOTIFY THE ENGINEER OF RECORD
IMMEDIATELY AND IN WRITING SHOULD THE MORE STRINGENT CRITERIA BE UNCLEAR
FOR ENGINEER'S INTERPRETATION OF THE MORE STRINGENT CRITERIA TO BE USED.

ALL DISCHARGE FROM ANY REQUIRED DE-WATERING OPERATIONS SHALL BE
RESTRICTED AND MAINTAINED ON-SITE. PERCOLATION THROUGH TEMPORARY PONDS
OR EVAPORATION ARE THE ONLY ALLOWABLE MEANS OF DISPOSAL. ALTERNATIVELY
THE CONTRACTOR, AT HIS EXPENSE, MAY PROVIDE TESTING OF GROUNDWATER PER
FDEP GUIDELINES AND ACQUIRE A FDEP DISCHARGE PERMIT IF REQUIRED.

PUBLIC RIGHTS OF WAY NOTES:

1.

THE OWNER, OWNERS REPRESENTATIVES AND INSPECTORS OF APPLICABLE
GOVERNMENT AGENCIES HAVING JURISDICTION, SHALL AT ALL TIMES HAVE ACCESS TO

THE WORK SITE WHEREVER AND WHENEVER IT IS IN PREPARATION OR PROGRESS. THE o

CONTRACTOR SHALL PROVIDE PROPER FACILITIES FOR SUCH ACCESS AND
INSPECTIONS.

IT IS THE CONTRACTOR'S RESPONSIBILITY TO TAKE ALL REASONABLE AND PRUDENT
PRECAUTIONS TO INSURE THAT ALL COMPLETED WORK, MATERIALS AND EQUIPMENT
STORED ON SITE ARE SAFE AND SECURE FROM UNAUTHORIZED ACCESS OR USE. SUCH
PRECAUTIONS MAY INCLUDE INSTALLATION OF SIGNS, FENCES, OR POSTING OF
SECURITY GUARDS.

CONSTRUCTION NOTES ON THE PLANS AND STATIONING IDENTIFIED ARE NONSPECIFIC
AND APPROXIMATE AND ARE INTENDED TO SHOW GENERAL INTENT OF THE WORK. THE
CONTRACTOR SHALL SUPPLY ALL MATERIALS & LABOR TO PROVIDE A COMPLETE &
FUNCTIONAL PROJECT AS IDENTIFIED ON THE PLANS.

THE CONTRACTOR SHALL COMPLY FULLY WITH ALL PERMIT REQUIREMENTS IMPOSED
BY THE REGULATORY AUTHORITIES.

THE ENGINEER SHALL BE NOTIFIED A MINIMUM OF 48 HOURS IN ADVANCE OF ALL
TESTING RELATED TO CIVIL WORK.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR REPAIR OR REPLACEMENT OF

PRIVATELY (HOMEOWNER) OWNED UNDERGROUND UTILITIES SUCH AS SPRINKLER g

SYSTEMS, UNDER DRAINS, ETC. THAT ARE LOCATED WITHIN THE RIGHT-OF-WAY LINE
AND IN THE PATH OF CONSTRUCTION.

CONTRACTOR SHALL TAKE EXTREME CARE TO REMOVE ONLY TREES AND VEGETATION
ABSOLUTELY NECESSARY FOR THE CONSTRUCTION OF THIS WORK. LANDSCAPE
SHRUBS AND TREES REMOVED SHALL BE REPLANTED AFTER CONSTRUCTION , IF
POSSIBLE. IF LANDSCAPE SHRUBS OR TREES CANNOT BE REPLANTED, THE
CONTRACTOR SHALL PROVIDE NEW LANDSCAPE SHRUBS OR TREES EQUAL TO OR
BETTER THAN EXISTING IN SIZE AND NATURE. THIS NOTE APPLIES TO ALL LANDSCAPE
TREES AND SHRUBS, INCLUDING THOSE IN THE RIGHT-OF-WAY.

THE CONTRACTOR SHALL PREPARE AND DISTRIBUTE TO ALL HOMEOWNERS A NOTICE
NOTIFYING THEM OF IMPENDING CONSTRUCTION AT LEAST ONE WEEK IN ADVANCE OF
BEGINNING WORK. THE NOTICE SHALL INCLUDE THE RESPONSIBILITIES OF THE

HOMEOWNER AND/OR BUSINESSES AND THE CONTRACTOR. THE NOTICE SHALL BE 6

PREPARED BY THE CONTRACTOR AND MUST BE REVIEWED AND APPROVED BY THE
OWNER AND THE ENGINEER PRIOR TO DISTRIBUTION.

ALL DEMOLISHED MATERIAL SHALL BE REMOVED FROM THE SITE AT THE
CONTRACTOR'S EXPENSE. DEBRIS SHALL BE DISPOSED OF IN ACCORDANCE WITH
LOCAL, STATE AND FEDERAL REGULATIONS.

IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO OBTAIN ALL PERMITS AND
LICENSES NECESSARY TO WORK IN THE CITY OF PENSACOLA RIGHT-OF-WAY.

PRIOR TO PERFORMING ANY WORK WITHIN ANY PUBLIC RIGHT-OF-WAY, CONTRACTOR
SHALL DEVELOP AND SUBMIT A MAINTENANCE OF TRAFFIC PLAN TO THE LOCAL
AGENCY HAVING JURISDICTION OVER SAID ROW FOR THEIR APPROVAL. THIS PLAN
MUST MEET THE MINIMUM REQUIREMENTS AS OUTLINED IN THE "MANUAL ON
UNIFORM TRAFFIC CONTROL DEVICES" PUBLISHED BY THE U.S. DEPARTMENT OF
TRANSPORTATION, FEDERAL HIGHWAY ADMINISTRATION AND THE FLORIDA
DEPARTMENT OF TRANSPORTATION DESIGN STANDARDS AND COMPLY WITH F.D.O.T.
INDEX #600 LATEST EDITION AS APPLICABLE.

CONTRACTOR SHALL LIMIT CONSTRUCTION ACTIVITIES TO RIGHT-OF-WAYS AND
EASEMENTS SHOWN. CONTRACTOR SHALL BE LIABLE FOR ALL DAMAGE TO AND
RESTORATION OF ALL AREAS OUTSIDE OF RIGHT-OF-WAYS AND EASEMENTS, AT HIS
EXPENSE.

PAVED SHOULDERS OR SWALES DISTURBED DURING CONSTRUCTION SHALL BE
REPLACED IN KIND AT THE CONTRACTOR'S EXPENSE. PAYMENT FOR PAVEMENT CUT
AND PATCH IS LIMITED TO THE HATCHED AREAS SHOWN ON THE PLANS. PAVEMENT
SHALL BE PROTECTED OR REPAIRED AT THE CONTRACTOR'S EXPENSE IN ALL OTHER
LOCATIONS. ALL CONCRETE DRIVEWAYS, CURBING OR DITCHING SHALL BE REPAIRED
IN ACCORDANCE WITH THE CITY OF PENSACOLA AND/OR F.D.O.T."S REQUIREMENTS AT
THE CONTRACTOR'S EXPENSE.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING TRAFFIC CONTROL

AS REQUIRED BY LOCAL, STATE AND FEDERAL CODES, RULES OR REGULATIONS AS
APPLICABLE. ROAD CLOSURES SHALL BE KEPT AS SHORT AS POSSIBLE AND SHALL
BE COORDINATED WITH THE CITY OF PENSACOLA AND F.D.O.T. TEMPORARY
ACCESS TO ALL DRIVEWAYS SHALL BE PROVIDED NO LATER THAN TWO (2) DAYS
FROM INITIAL DISRUPTION. THE CITY OF PENSACOLA SHALL BE NOTIFIED 72 HOURS
IN ADVANCE BEFORE WORK COMMENCES ON THEIR RIGHT-OF-WAY. ALL WORK
SHALL CONFORM TO THE F.D.O.T. ROADWAY AND TRAFFIC DESIGN STANDARDS,
LATEST EDITION; AND THE STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE
CONSTRUCTION. CONSTRUCTION, LATEST EDITION, AND THE F.D.O.T. ROADWAY
PLANS AND PREPARATION MANUAL, LATEST EDITION, AS AMENDED. NO ROADWAYS
SHALL BE CLOSED OR LANE CLOSURES WILL BE ALLOWED WITHOUT ADEQUATE
NOTICE GIVEN AND PRIOR APPROVAL BY THE CITY OF PENSACOLA.

ALL PAVEMENT CUTS SHALL BE SAW CUT. CONTRACTOR SHALL PROTECT EXISTING
EDGES TO REMAIN.
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. HORIZONTAL SCALE ADDITIONAL NOTES: ; G I O
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Y 1. ALL EXISTING WATER MAINS LOCATED UNDER ROADWAYS
HORIZONTAL SCALE SHALL BE GROUT FILLED FOR ABANDONMENT ONCE NEW
V)‘(& zﬁf‘iu—iﬁ” MAIN IS IN SERVICE. GROUT FILL SHALL EXTEND FROM THE
£ = EDGE OF PAVEMENT TO EDGE OF PAVEMENT AS A
s s MINIMUM.
2. ALL ASBESTOS PIPE THAT IS REMOVED SHALL BE HANDLED
LEGEND AND DISCARDED IN ACCORDANCE WITH FDEP AND EPA
0 0 0 EXISTING CHAIN LINK FENCE OHU OVERHEAD UTILITIES @ BENCHMARK % FIRE HYDRANT STANDARDS.
e m e e 3. CONCRETE DRIVEWAYS MUST BE REPLACED FROM JOINT
X X X EXISTING WOODEN FENCE BT BURIED TELEPHONE LINE %
LOT LINE G GAS LINE € GUY ANCHOR P WATER VALVE TO JOINT.
I o o lerre  © cmwon 4. CONTRACTOR WILL REQUIRE APPROPRIATE LICENCE FOR
e e o x| © SR MANHOLE WORK PERFORMED ON BACK SIDE OF METER OR HIRE A
ss SEWER LINE (GRAVITY) BTV BURIED TV LINE X GAS VALVE @ mfmlé\TER LICENSED PLUMBER.
B 5. CONTRACTOR IS RESPONSIBLE FOR ALL REQUIRED WATER
SHUT OFF NOTIFICATIONS TO CUSTOMERS THAT WILL BE
AFFECTED DURING THE OUTAGE.
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ADDITIONAL NOTES:

Al 1. ALL EXISTING WATER MAINS LOCATED UNDER ROADWAYS _
HORIZONTAL SCALE SHALL BE GROUT FILLED FOR ABANDONMENT ONCE NEW é lalal s
2 o 1 4 8 MAIN IS IN SERVICE. GROUT FILL SHALL EXTEND FROM THE 2
Je e e ™ e — EDGE OF PAVEMENT TO EDGE OF PAVEMENT AS A |F
= 0 11, (2% MINIMUM.
e 2. ALL ASBESTOS PIPE THAT IS REMOVED SHALL BE HANDLED ] o
AND DISCARDED IN ACCORDANCE WITH FDEP AND EPA .
0 0 0 EXISTING CHAIN LINK FENCE OHU :\I/TESHEE/:\II)DUTILITIES @ BENCHWARK % FIRE HYDRANT >TANDARDS. %J hal il e
3. CONCRETE DRIVEWAYS MUST BE REPLACED FROM JOINT
X X X EXISTING WOODEN FENCE BT BURIED TELEPHONE LINE @ UTLTY POLE ™I WATER METER TO JOINT « << <|«
LOT LINE G GAS LINE € GUY ANCHOR PUWATER VALVE '
4. CONTRACTOR WILL REQUIRE APPROPRIATE LICENCE FOR
— — ————— — — ————— RIGHT-OF—WAY LINE BE BURIED ELECTRIC LINE £ LIGHT POLE ©  CLEANOUT
) — . CURIED FRER OPTIC ChELE LPHONE Box ©  SEWER MANHOLE WORK PERFORMED ON BACK SIDE OF METER OR HIRE A
ss SEWER LINE (GRAVITY) BTV BURIED TV LINE 0 GAS VALVE ©  STORMWATER LICENSED PLUMBER.
B oL 5. CONTRACTOR IS RESPONSIBLE FOR ALL REQUIRED WATER
SHUT OFF NOTIFICATIONS TO CUSTOMERS THAT WILL BE
AFFECTED DURING THE OUTAGE. »
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HORIZONTAL SCALE
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( IN FEET )

1INCH = 20 FT. (22°%34")
1INCH = 40 FT. (11%177)

ADDITIONAL NOTES:

1. ALL EXISTING WATER MAINS LOCATED UNDER ROADWAYS
SHALL BE GROUT FILLED FOR ABANDONMENT ONCE NEW
MAIN IS IN SERVICE. GROUT FILL SHALL EXTEND FROM THE
EDGE OF PAVEMENT TO EDGE OF PAVEMENT AS A

MINIMUM.

2. ALL ASBESTOS PIPE THAT IS REMOVED SHALL BE HANDLED

TO TRANSITION TO PVC.
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0 0 0 EXISTING CHAIN LINK FENCE OHU OVERHEAD UTILITIES @ BENCHMARK % FIRE HYORANT STANDARDS
‘ FUSTING WOODEN FENCE SURED TELEPHOUE LNE & VIUIN POLE - AT WA 3. CONCRETE DRIVEWAYS MUST BE REPLACED FROM JOINT
LOT LINE GAS LINE e GUY ANCHOR B4 WATER VALVE
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- — RIGHT—OF-WAY LINE BURIED ELECTRIC LINE & ©  CLEANOUT
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5. CONTRACTOR IS RESPONSIBLE FOR ALL REQUIRED WATER
SHUT OFF NOTIFICATIONS TO CUSTOMERS THAT WILL BE
AFFECTED DURING THE OUTAGE.
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( IN FEET )

1INCH = 20 FT. (22°%34")
1INCH = 40 FT. (11%177)

ADDITIONAL NOTES:
1. ALL EXISTING WATER MAINS LOCATED UNDER ROADWAYS
SHALL BE GROUT FILLED FOR ABANDONMENT ONCE NEW
MAIN IS IN SERVICE. GROUT FILL SHALL EXTEND FROM THE
EDGE OF PAVEMENT TO EDGE OF PAVEMENT AS A

MINIMUM.
LEGEND 2. ALL ASBESTOS PIPE THAT IS REMOVED SHALL BE HANDLED
0 0 0 EXISTING CHAIN LINK FENCE OHU OVERHEAD UTILITIES ¢ BENCHMARK % FIRE HYDRANT AND DISCARDED IN ACCORDANCE WITH FDEP AND EPA
x x EXISTING WOODEN FENCE BT BURIED TELEPHONE LINE @ UTILTY POLE = WATER METER STANDARDS.
LT LINE : s LINE € GUY ANCHOR 4 WATER VALVE 3. CONCRETE DRIVEWAYS MUST BE REPLACED FROM JOINT
—— — — ————— — — ———— RIGHT-OF-WAY LINE BE BURIED ELECTRIC LINE £ LIGHT POLE ©  CLEANOUT TO JOINT.
WATER LINE FOC BURIED FIBER OPTIC CABLE TELEPHONE BOX SEWER MANHOLE 4. CONTRACTOR WILL REQU'RE APPROPRIATE LICENCE FOR
SEWER LINE (GRAVITY) BTV BURIED TV LINE B GAS VALVE mm\ﬁ’é\TER WORK PERFORMED ON BACK SIDE OF METER OR HIRE A
FORCE MAIN LICENSED PLUMBER.

5. CONTRACTOR IS RESPONSIBLE FOR ALL REQUIRED WATER
SHUT OFF NOTIFICATIONS TO CUSTOMERS THAT WILL BE
AFFECTED DURING THE OUTAGE.
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ADDITIONAL NOTES:

1.

ALL EXISTING WATER MAINS LOCATED UNDER ROADWAYS
SHALL BE GROUT FILLED FOR ABANDONMENT ONCE NEW
MAIN IS IN SERVICE. GROUT FILL SHALL EXTEND FROM THE
EDGE OF PAVEMENT TO EDGE OF PAVEMENT AS A
MINIMUM.

ALL ASBESTOS PIPE THAT IS REMOVED SHALL BE HANDLED
AND DISCARDED IN ACCORDANCE WITH FDEP AND EPA
STANDARDS.

CONCRETE DRIVEWAYS MUST BE REPLACED FROM JOINT
TO JOINT.

CONTRACTOR WILL REQUIRE APPROPRIATE LICENCE FOR
WORK PERFORMED ON BACK SIDE OF METER OR HIRE A
LICENSED PLUMBER.

CONTRACTOR IS RESPONSIBLE FOR ALL REQUIRED WATER
SHUT OFF NOTIFICATIONS TO CUSTOMERS THAT WILL BE
AFFECTED DURING THE OUTAGE.
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HORIZONTAL SCALE

ADDITIONAL NOTES:

< 1.
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y o ( IN FEET )
1INCH = 20 FT. (22°x34")
&S 1INCH = 40 FT. (11177
LEGEND 2.
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MANHOLE
FORCE MAIN

ALL EXISTING WATER MAINS LOCATED UNDER ROADWAYS
SHALL BE GROUT FILLED FOR ABANDONMENT ONCE NEW
MAIN IS IN SERVICE. GROUT FILL SHALL EXTEND FROM THE
EDGE OF PAVEMENT TO EDGE OF PAVEMENT AS A
MINIMUM.

ALL ASBESTOS PIPE THAT IS REMOVED SHALL BE HANDLED
AND DISCARDED IN ACCORDANCE WITH FDEP AND EPA
STANDARDS.

CONCRETE DRIVEWAYS MUST BE REPLACED FROM JOINT
TO JOINT.

CONTRACTOR WILL REQUIRE APPROPRIATE LICENCE FOR
WORK PERFORMED ON BACK SIDE OF METER OR HIRE A
LICENSED PLUMBER.

CONTRACTOR IS RESPONSIBLE FOR ALL REQUIRED WATER
SHUT OFF NOTIFICATIONS TO CUSTOMERS THAT WILL BE
AFFECTED DURING THE OUTAGE.
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\ ADDITIONAL NOTES:
LORIZONTAL SCALE 1. ALL EXISTING WATER MAINS LOCATED UNDER ROADWAYS
St B o b p , SHALL BE GROUT FILLED FOR ABANDONMENT ONCE NEW g || ||
W= e — MAIN IS IN SERVICE. GROUT FILL SHALL EXTEND FROM THE 8
L g EDGE OF PAVEMENT TO EDGE OF PAVEMENT AS A
1INCH = 40 FT. (11"%177) M'NlMUM %
2.  ALL ASBESTOS PIPE THAT IS REMOVED SHALL BE HANDLED ClE |||
LEGEND AND DISCARDED IN ACCORDANCE WITH FDEP AND EPA .
0 0 0 EXISTING CHAIN LINK FENCE OHU OVERHEAD UTILITIES ¢ BENCHMARK % FIRE HYDRANT STANDARDS. -2 el el el
X X X EXISTING WOODEN FENCE BT BURIED TELEPHONE LINE @ UTILTY POLE [ WATER METER 3. CONCRETE DRIVEWAYS MUST BE REPLACED FROM JOINT « | <] <<
LOT LINE G GAS LINE €& GUY ANCHOR X WATER VALVE TO JOINT.
T T T T T T T RIOHTORWAY L o BUREED ELECTRIC LINE P LGHT POLE o CEAe 4. CONTRACTOR WILL REQUIRE APPROPRIATE LICENCE FOR
W VATER LNE Fic—  BURIED FBER OPTIC CABLE TELEPHONE BOX O SEWER MANHOLE WORK PERFORMED ON BACK SIDE OF METER OR HIRE A
ss SEWER LINE (GRAVITY) BTV BURIED TV LINE X GAS VALVE ©) mm\ﬁ’é\TER LICENSED PLUMBER.
' — FORCE WAN 5. CONTRACTOR IS RESPONSIBLE FOR ALL REQUIRED WATER

SHUT OFF NOTIFICATIONS TO CUSTOMERS THAT WILL BE
AFFECTED DURING THE OUTAGE.
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